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PINTSCH ABEN’s rotating marine lantern DLL6-300 is 
specifically designed for the marking of coastlines and 
far-off located waterways and harbours. It’s very high 
light beam intensity and large number of possible flash 
intervals, combined with the reliable integrated 
microprocessor control makes it highly suitable for this 
application. 
 
The housing of the DLL6-300 is set-up with a seawater 
resistant, water- and airtight aluminium alloy housing 
with acrylic glass cover. The optical system is built-up 
with 6 hexagonally positioned freznel lens panels, 
rotating around a halogene lamp. The rotation speed can 
be pre-set using the 3-speed motor. Together with the 
possibility to remove 2 or 4 lens panels, a large number 
of different flash intervals can be used. 
 
The availability of the DLL6-300 is furthermore assured 
by it’s twilight switch, voltage stabilizer, and 6-place lamp 
changer. They are also controlled by the microprocessor 
circuit in the lanterns base. Optionally the DLL6-300 can 
be equipped with coloured lens panels (red, green and 
amber) or an additional distribution lens for increased 
vertical light divergence. Also optionally available is a  
stand-by rotation motor. 

FEATURES: 
 
�  1 Year guarantee 
 
�  Very high light beam intensity 
 
�  3-speed rotation motor and 6-panel optics 

offer adjustment of flash interval 
 

�  6-place lamp changer unit 
 
�  Operation voltage 11-18 Volt DC, up to 

100 Watt halogen lamps available for use 
 

�  Integrated microprocessor controller for  
rotation motor, lamp changer unit, twilight 
switch and voltage stabiliser 
 

�  Optional: stand-by motor, increased vertical 
light divergence and coloured lens panels 

DLL6-300 lantern mounted in Honduras light tower 

  RRoottaatt iinngg  mmaarr iinnee  llaanntteerrnn  DDLLLL66--330000  

APPLICATIONS: 
 
�  Coastline beacons  
�  Light houses / light towers  
�  Beacons for far-off located harbours and piers 
�  Warning lights for waterway obstructions  



 

 
(DLL6-300 engels, 4-3-2008.hh  

©PINTSCH ABEN, Postbus 63, NL- 3600 AB Maarssen 
E-mail: info@pintschaben.com  Web: www.pintschaben.com 
Tel.: 0346 58 39 58  Fax: 0346 55 43 93 

 

2 

 

TECHNICAL SPECIFICATION DLL6-300  

LUMINOUS DATA 
 

  rotating period [sec]  5 W 10 W 20 W 35 W 50 W 100 W 
stationary light 
intensity [cd] 

  18,000 28,200 54,400 83,200 105,200 200,000  

  60             
flashtime [s]   0.233 0.250 0.385 0.386 0.385 0.38  
range [nm]*1   13.5 14.5 15.8    18.2 21  

  30             
flashtime [s]   0.117 0.125 0.189 0.191 0.190 0.190  
range [nm]   12.3 13.5     17.4 19.2  

  15             
flashtime [s]   0.058 0.063 0.094 0.096 0.096 0.096  
range [nm]   11.3 12.3     16.3  18 

  6             
flashtime [s]   0.023 0.025 0.038 0.039 0.039 0.039  
range [nm]   9.6 10.6     14.6 16.1  

Stationary light intensity in the axis with  halogen lamps and white light . Nominal range for gamma=0.741 

 

DIMENSIONS / SHIPPING DATA 
 
Lens diameter: Ø 300 mm. 
Max. diameter: Ø 350 mm. 
Focal height:  400 mm. 
Max. Height:  560 mm. 
 

Bolt circle:  Ø 200 mm. (4xM16) 
 

Nett weight:  15 kg. 
Shipping weight: 25 kg. 
Shipping volume: 0.15 m³  
 

PRODUCT DATA 
 
Housing material: Aluminium alloy 
Lens material: Acrylic glass 
Protection class: IP65 
 


